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Additional specifications
  + Straightness within .0003”/Inch 
	 for 1/8”, 3/16”, 1/4” diameters
  + Straightness within .0004”/Inch 
	 for all other diameters
  + 10 Micro finish

These shafts are ideal for use with:
     Ball bearings
     Pulleys
     Couplings
     Gears
     Any rotating component

Customizing is available
    Grooves
    Journals
    Flats
    Drill holes
    Chamfers
    Special lengths
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P r e c i s i o n  G r o u n d  3 0 3  S t a i n l e s s  S h a f t i n g
400 Lengths from 1” to 36” in 6 diameters

Part 
Number

Diameter
Actual Length Chamfer

GS8-53 0.4997 5.375 .030 x 45°
GS8-55 0.4997 5.500 .030 x 45°
GS8-56 0.4997 5.625 .030 x 45°
GS8-57 0.4997 5.750 .030 x 45°
GS8-58 0.4997 5.875 .030 x 45°
GS8-60 0.4997 6.000 .030 x 45°
GS8-61 0.4997 6.125 .030 x 45°
GS8-62 0.4997 6.250 .030 x 45°
GS8-63 0.4997 6.375 .030 x 45°
GS8-65 0.4997 6.500 .030 x 45°
GS8-66 0.4997 6.625 .030 x 45°
GS8-67 0.4997 6.750 .030 x 45°
GS8-70 0.4997 7.000 .030 x 45°
GS8-72 0.4997 7.250 .030 x 45°
GS8-75 0.4997 7.500 .030 x 45°
GS8-77 0.4997 7.750 .030 x 45°
GS8-80 0.4997 8.000 .030 x 45°
GS8-82 0.4997 8.250 .030 x 45°
GS8-85 0.4997 8.500 .030 x 45°
GS8-90 0.4997 9.000 .030 x 45°
GS8-95 0.4997 9.500 .030 x 45°
GS8-100 0.4997 10.000 .030 x 45°
GS8-110 0.4997 11.000 .030 x 45°
GS8-120 0.4997 12.000 .030 x 45°
GS8-130 0.4997 13.000 .030 x 45°
GS8-140 0.4997 14.000 .030 x 45°
GS8-150 0.4997 15.000 .030 x 45°
GS8-160 0.4997 16.000 .030 x 45°
GS8-180 0.4997 18.000 .030 x 45°
GS8-200 0.4997 20.000 .030 x 45°
GS8-220 0.4997 22.000 .030 x 45°
GS8-240 0.4997 24.000 .030 x 45°
GS8-260 0.4997 26.000 .030 x 45°
GS8-280 0.4997 28.000 .030 x 45°
GS8-300 0.4997 30.000 .030 x 45°
GS8-320 0.4997 32.000 .030 x 45°
GS8-340 0.4997 34.000 .030 x 45°
GS8-360 0.4997 36.000 .030 x 45°


