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Torque rating: Conditions are for static in-line loading. Maximum load 
		      being one which causes the joint to yield.
Operating Angle:  20º for single joint to size ZA8 and ZD8 at 2000 rpm
		           10º for single joint for size ZA12 and ZD12 at 2000 rpm
Maximum RPM: 3600

Notes
     1. For higher peak torque or transient shock loads, ZA8B and ZD8B 
         are recommended.
     2. Where high torsional rigidity is required, ZA8C and ZD8C are recommended  

Telescoping Double Universal Joints available see ZDT data sheet

PART  
NO.

OD 
INCHES

          ID D E C L F
Torque 
in-lbs
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Diameter

ZA3 3/8 .1875 .250 3/8 3/4 - 1-1/2 3/4 16

ZA4 1/2 .250 .3125 7/16 13/16 - 1-5/8 15/16 20

ZA6 3/4 .375 .4375 5/8 1 - 2 1-3/8 30

ZA8 1 .500 .625 
.750 7/8 1-5/16 - 2-5/8 1-7/8 75

ZA8B 1 .500 .625 
.750 7/8 1-5/16 - 2-3/4 1-7/8 300

ZA8C 1 .500 .625 
.750 7/8 1-5/16 - 2-3/4 1-7/8 450

ZA12 1-1/2 .750 1.000 1-1/2 2-1/4 - 4-1/2 2-1/2 600

PART  
NO.

OD 
INCHES

          ID D E C L F
Torque 
in-lbs

Standard 
Bore 
Size

Optional 
Bore
Size

Depth 
of 

Bore

End 
Unit Center Length Flange 

Diameter

ZD3 3/8 .1875 .250 3/8 3/4 5/8 1-1/2 3/4 16

ZD4 1/2 .250 .3125 7/16 13/16 25/32 2-13/32 15/16 20

ZD6 3/4 .375 .4375 5/8 1 7/8 2-7/8 1-3/8 30

ZD8 1 .500 .625 
.750 7/8 1-5/16 1-1/4 3-7/8 1-7/8 75

ZD8B 1 .500 .625 
.750 7/8 1-5/16 1-1/4 4 1-7/8 300

ZD8C 1 .500 .625 
.750 7/8 1-5/16 1-1/4 4 1-7/8 450

ZD12 1-1/2 .750 1.000 1-1/2 2-1/4 2-1/4 6-3/4 2-1/2 600

(      )+.001 
- .000

(      )+.001 
- .000

Single

Double


