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Torque rating: Conditions are for static in-line loading. Maximum load 
		      being one which causes the joint to yield.
Operating Angle:	 Up to 60º for ZDT3, 4, 6
			   Up to 30º for ZDT8 
			   Up to 20º for  ZDT12  
Maximum RPM: 3600

Notes
     1. Closed dimension for standard ¼” of travel (S dimension) Travel up to 6” on request
     2. Where high torsional rigidity is required, ZA8C and ZD8C are recommended  
     3. Where high torsional rigidity is required, ZDT8C is recommended 
 
Single and Double Universal Joints available see ZA/ZD data sheet
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ZDT3 3/8 .1875 .250 3/8 3/4 1-1/4 2-3/4 3/4 16

ZDT4 1/2 .250 .3125 7/16 3/4 1-5/8 3 15/16 20

ZDT6 3/4 .375 .4375 5/8 1 2-1/4 4-1/4 1-3/8 30

ZDT8 1 .500 .625 
.750 7/8 1-5/16 2-1/2 5-1/8 1-7/8 75

ZDT8B 1 .500 .625 
.750 7/8 1-5/16 2-1/2 5-1/4 1-7/8 300

ZDT8C 1 .500 .625 
.750 7/8 1-5/16 2-1/2 5-1/4 1-7/8 450

ZDT12 1-1/2 .750 1.000 1-1/2 2-1/4 2-1/4 6-3/4 2-1/2 600
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