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Model
Parameter Part Number PGC17 PGC23 PGC34 PGC42 PGC56

NEMA Flange NEMA 17 NEMA 23 NEMA 34 NEMA 42 NEMA56
B Flange width 45 65 94 130 130

B1 Output key size 4 5 6 10 10
B2 Input key size Clamp Clamp Clamp Clamp  6.36
M1 Mounting thread depth M3×6 M4×10 M6×15 M8×15 M12×25
M2 Mounting thread depth M3×8 M5×12 M8×15 M9×15 M12×25
H1 Output shaft key height 13.3 16 22.5 35 38.3
H2 Input bore key height 31.4
D1 Input flange bolt circle 44 66.7 98.5 126 145
D2 Output shaft diameter 12 14 20 32 35
D3 Output Journal Diameter 22 38.1 73 55.5 110
D4 Input bore diameter 5 6.35 12.7 24 28.6
D5 Input counterbore for motor 22 38.1 73 55.5 114.3
D6 Output flange bolt circle 44 66.7 98.5 126 145
L1 Output key length 15 25 28 40 40
L2 Distance from key end 3 2.5 3 5 2
L3 Length of journal 2 3 4 2 5
L4 Motor counterbore depth 3 3.5 3.5 3 5
L5 Input bore depth 20 30 36 55 60
L6 Output shaft length 25 35 40 65 65

Body Length (L7)
Ratio PGC17 PGC23 PGC34 PGC42 PGC56
10:1 90.5 107.5 115.5 165.8
20:1 90.5 107.5 115.5 165.8
50:1 102 115.5 127.5 186.5 125

100:1 102 115.5 127.5 186.5 125




